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[. PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
;2. PHASES ASSOCIATED BY A DASHLINE MAY/WILL OPERATE CONCURRENTLY.
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NOTES:

[. FINAL GEOMETRICS AND GRADES SHALL BE CONFIRMED PRIOR TO THE INSTALLATION

OF SIGNAL EQUIPMENT,

2. L.OOP DETECTORS AND CONDUITS SHALL BE INSTALLED PRIOR
TO THE INSTALLATION OF PAVEMENT MARKINGS.

3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR CONTACTING THE

UTILITY COMPANIES TO VERIFY THE LOCATION

4. REFER TO DRAWINGS TP-II AND SN-2.2 THRU SN-2.12 FOR PAVEMENT MARKING DETAILS, EXISTING —

OF ALL UTILITIES.

5. PROPOSED OVERHEAD LUMINAIRE MUST BE FULL CUT OFF.

6. WHEN INSTALLING THE SIGNAL HEADS, THE CONTRACTOR MUST
LEAVE ENOUGH CABLE TO RELOCATE THEM FOR MAINTENANCE OF TRAFFIC.

7. PROPOSED SIGNAL WORK WILL BE COMPLETED
FOR PHASE 3 AND THE FINAL STAGE.

AS DIRECTED BY THE ENGINEER

8. MAINLINE. LEFT TURN LOOP DETECTORS AND SIDE STREET PRESENT LOOP
DETECTORS SHALL REMAIN OPERATIONAL DURING ALL PHASES OF CONSTRUCTION
UNTIL NEW LOOPS ARE IN PLACE AND CUT OVER OR AS DIRECTED

BY THE ENGINEER.

9. THE CONTRACTOR SHALL REMOVE ALL UNUSED CABLE AND REWIRE THE CONTROLLER

AS DIRECTED BY THE ENGINEER,

10. RELOCATE SIGNAL HEADS, AND SIGNS - SPAN MOUNT AS DIRECTED BY THE

ENGINEER.
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